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Join Tektronix 
Graphics power to IBM 
Computer power with 
new terminal Option 
22/23 for 4012, 4013, 
4014-1, or 4015-1 
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Tektronix 4010-series terminals 
with the 2741 Correspondence 
Code Interface, Enhanced Graphics 
Module (EGM) Support, bring the 
power of graphics to your 2741 

port, quickly and without system 
modification. 

The new terminal Option 22 auto- 
matically translates ASCII input from 
the terminal keyboard into IBM 
correspondence code for the main- 
frame, and re-translates return infor- 
mation back to ASCII for terminal 
display. IBM communication soft- 
ware is used without modification. 
Communication is highspeed; up to 
9600 baud, in full duplex or half 
duplex supervisor. 


User Convenience a Plus. Ter- 
minal Option 22 offers extensive 
capability through microprocessor 
design. In addition to providing ter- 
minal-to-2741 port compatibility, it 
offers a large bonus in user con- 
venience, with features such as Type 
Ahead and Host Output Buffering. 
Type Ahead allows you to type in 
multiple lines of information to a 
total of 120 characters during on-line 
waiting time, for immediate trans- 
mission (one line at a time) as soon 
as the computer is ready. Host Out- 
put Buffering provides for saving of 
output data transmitted from the host 
computer while the terminal is ina | 
page erase or Hard Copy operation. 
The standard size of the Output 
Buffer is 245 bytes. 

Terminal Option 23, 2741 Corre- 
spondence Code Interface, EGM 
Support, provides 2K bytes of 
additional Output Buffer memory. 
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Option 23 is especially useful above 
134.5 baud. Another user bonus is 
Setup Mode, which makes the set- 
ting or changing of terminal 
parameters a quick, interactive 
keyboard operation. Character 
translation may be modified using 
Setup Mode. 


Communication of Full ASCII 
Provides Hardware and Software 
Versatility. With Option 22/23, full 
ASCIl information can be encoded 
into ‘‘blocks”’ of 6-bit correspon- 
dence code characters and com- 
municated, for conversion back to 
ASCII at the destination. Thus, the 
system can use any device that 
plugs into the terminal bus. RS-232 
peripherals require that the Ter- 
minal have a dual interface; Option 
22/23 plus Option 1, Optional Data 
Communications !nterface, part 
number 021 -0074-01. 


EGM Support and all Tektronix 
PLOT 10 Software available with 
Option 22/23. Al! of the varied 

and powerful Graphics uses of 
Tektronix terminals are available to 
computer system users with Option 
22/23. The 4014-1/4015-1 En- 
hanced Graphics Module is com- 
patible with Option 22/23, and the 
complete library of Plot 10 Graphic 
Software can be implemented— 
including Terminal Control System 
for !BM with TSO, Interactive Graph- 
ing Package, Advanced Graphing 

ll, Character Generation System, 
Flexible Disc Utility Routines, 
Graphic Tablet Utility Routines, 4662 
Interactive Digital Plotter Utility 
Routines and APL Graph-ll. 


Interface is Field Tested. The Option 
22 Correspondence Code Interface 
has been under rigorous test in 

field conditions. It carries the built- 
in reliability for which Tektronix 
products are known world-wide— 
and it's fully supported by the 
extensive Tektronix Field Service 
Organization. 


Speed, Convenience, and Power. 
To any existing 2741-port system, 
Tektronix terminal Option 22/23 
brings high speed communication 
and excellent user convenience. 
Option 22/23 provides same day 
graphics through ease of system 
interface, plus a full choice of Tek- 

~ tronix peripherals and PLOT 10 soft- 
ware, As a result, the full power of 
versatile Tektronix Graphics is made 
available to your computer system. 


Order Information. With purchase of 
a Tektronix 4012,4013,4014-1, or 
4015-1 Computer Display Terminal 
order: Option 22, 2741 Correspon- 
dence Code Interface, EGM 
Support, or Option 23, 2741 Corre- 
spondence Code interface, EGM 
Support with 2K Output Buffer RAM. 


To order separately, order Tektronix 
Part No. 021-0201-00 (2741 Cor- 
respondence Code Interface, EGM 
~ Support) or Part No. 021-0201 -01 
(2741 Correspondence Code 
Interface with 2K Output Buffer 
RAM). 


To upgrade an Option 22, 2741 
Correspondence Code Interface 
from standard output buffer memory 
to 2K additional bytes of memory, 
order 2K Output Buffer RAM 
expansion kit, Part No. 040-0820-00. 
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Tektronix, Inc. 2 
Information Display Group 
P.O. Box 500; 

Beaverton, OR 97077 
Telephone: (503) 638-3411 
TWX: 910-467-8708 

Cable: TEKTRONIX 


Tektronix Datatek N.V. 

P.O. Box 159 

Badhoevedorp, The Netherlands 
Telephone: 02968-6051 

Telex: 16565 

Cable: DATATEK Holland 


Sony/Tektronix Corporation 
9-31 Kitashinagawa-5 
Shinagawa-Ku 
Tokyo 141 Japan 
Telephone 445-0221 
(Area 03/Tokyo) 
Telex: 02422850 
Cable: SONYTEK Tokyo 


Tektronix Australia Pty. Limited 
Sydney 

80 Waterloo Road 

North Ryde, N.S.W. 2413 
Telephone: 888-7066 

Telex: AA 24269 

Cable: TEKTRONIX Australia 


Tektronix Canada Ltd. 

Montreal 

900 Selkirk Street 

Pointe Ciair, Quebec H9R3S3 
Telephone: (514) 697-5340 

Telex: 05-821570 

Cable: TEKANADA 

Printed in U.S.A. U.S.A., and Foreign Products of 
Tektronix, inc. are covered by U.S.A. and Foreign 


Patents and/or Patents Pending. All specifications 
subject to change without notice. 
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